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ORIENT

Photo MOS

Product Data Sheet

Part Number: OR-4XXA

Customer:

Date:

一级代理商：
深圳市弗瑞鑫电子有限公司

地址：深圳市宝安区西乡大道302号金源商务大厦B座三楼
TEL：0755-29563634
FAX：0755-27447020
www.frxelec.com

http://www.orient-opto.com/
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1. Features
(1) High input-output isolation voltage ( Viso = 5,000Vrms )
(2) Normally open signal pole signal throw relay
(3) Low operating current
(4) 60 to 600V output withstand voltage
(5) Low on resistance
(6) In compliance with Ro&an
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5.Electro-Optical Characteristics (Ta=25℃ unless specified otherwise)

Parameter Symbol Min. Typ. Max. Unit Condition

Input
Forward Voltage VF --- 1.18 1.5 V IF= 10mA

Reverse Current IR --- --- 1 μA VR= 5V

Output

Off State leakage Current Ileak --- --- 1 μA IF= 0mA, VL= Max.

On Resistance

OR-406A

Rd(ON)

--- 0.7 2.5

Ω
IF= 10mA,
IL= Max,
t = 1s

OR-425A --- 6.5 15

OR-440A --- 20 30

OR-460A --- 40 70

Output
Capacitance

OR-406A

C(out)

--- 85 ---

pF VL = 0V, f = 1MHz
OR-425A --- 60 ---

OR-440A --- 45 ---

OR-460A --- 30 ---

Transfer
Characteristics

LED turn on
Current

OR-406A

IF(on)

--- 1 3

mA IL= Max.
OR-425A --- 1.1 3

OR-440A --- 1.25 3

OR-460A --- 0.9 3

LED turn off
Current

OR-406A

IF(off)

0.4 0.9 ---

mA IL= Max.
OR-425A 0.4 1.0 ---

OR-440A 0.4 1.15 ---

OR-460A 0.4 0.8 ---

Turn On Time

OR-406A

Ton

--- 0.25 1

ms
IF= 10mA,
IL= Max,
RL= 200Ω

OR-425A --- 0.25 1

OR-440A --- 0.25 1

OR-460A --- 0.25 1

Turn Off Time

OR-406A

Toff

--- 0.05 0.5

OR-425A --- 0.05 0.5

OR-440A --- 0.05 0.5

OR-460A --- 0.05 0.5

Isolation Resistance RI-O 5×1010 1×1012 --- Ω V I-O= 500V DC

Isolation Capacitance CI-O --- 1.5 --- pF V = 0V, f = 1MHz
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6.Order Information

Part Number

OR-4XXAU-W-Y-Z

Note

4XXA = Part Number (XX for 06, 25, 40 or 60)

U = Lead form option (S, M or none)

W = Tape and reel option ( TP,TP1 or none).

Y = ‘V’ code for VDE safety (This options is not necessary).

Z = ‘G’ code for Halogen free.

* VDE Code can be selected.

Option Description Packing quantity

None Standard DIP-4 100 units per tube

M Wide lead bend (0.4 inch spacing) 100 units per tube

S(TP) Surface mount lead form (low profile) + TP tape & reel option 2000 units per reel

S(TP1) Surface mount lead form (low profile) + TP1 tape & reel option 2000 units per reel

http://www.baidu.com/link?url=Ndm6Kra2i0VLl2W6Caq84cWR7MAZ3DfBEozRbTiU6XZ6tLeBY9j3RMug5w1oOkLdGL8bp5cKDOhJwSAmaAs2sq0yyIXFhjVGPHz5GThkuGgrWx7lP3bFMGqVmvZPvLwc
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7.Naming Rule

1. Manufacturer : ORIENT.

2. Part Number : 406A, 425A, 440A or 460A.

3. Year Code ： '21' means '2021' and so on.

4. Week Code ： 01 represents the first week, 02 represents the second week, and so on.

5. VDE Code . (Optional)

6. Halogen free.

7. Anode.
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8.Package Dimension (Unit：mm）

(1) OR-4XXA

(2) OR-4XXAM
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(3) OR-4XXAS

9. Taping Dimensions

(1)OR-4XXAS-TP
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11. Package Dimension

(1) package dimension

DIP/M type

SOP type

(2)Packing Label Sample

Packing Information

Packing type Tube

Qty per Tube 100pcs

Small box (Inner) Dimension 525*128*60mm

Large box (Outer) Dimension 545*290*335mm

The Amount per Inner Box 5,000pcs

The Amount per Outer Box 50,000pcs

Packing Information

Packing type Reel type

Tape Width 16mm

Qty per Reel 2,000pcs

Small box (inner) Dimension 345*345*58.5mm

Large box (Outer) Dimension 620x360x360mm

Max qty per small box 4,000pcs

Max qty per large box 40,000pcs

Note：

1. Material Code :Product ID.
2. P/N :Contents with "Order

Information" in the specification.
3. Lot No. :Product data.
4. D/C :Product weeks.
5. Quantity :Packaging quantity.





Shenzhen Orient Components Co ., Ltd OR-4XXA

Copyright© 2020 Orient .All rights Reserved V6
11

Temperature 380+0/-5˚C

Time 3 sec max

(2).Wave soldering (JEDEC22A111 compliant)

One time soldering is recommended within the condition of temperature.

Temperature

Time

260+0/-5˚C

10 sec

Preheat temperature

Preheat time

25 to140˚C

30 to 80 sec

(3).Hand soldering by soldering iron
Allow single lead soldering in every single process. One time soldering is recommended.
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13. Characteristics Curves
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